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SPACING DIAGRAM FOR TRANSVERSE JOINTS
(ROADWAYS AND ALLEYS)
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TOP 1/4" NO

SEALING COMPOUND

HOT POURED RUBBER
\ JOINT SEALING COMPOUND

STRAIGHT CROWN
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% NO. 3 BARS ON 18"

CIRS BOTH WAYS
7 = PAVEMENT THICKNESS

TRANSVERSE AND LONGITUDINAL
SAWED DUMMY JOINT
NOTE:

1. DOWELS AND REINFORCING BARS SHALL BE SUPPORTED BY AN APPROVED DEVICE.

2. JOINT PREFPARATION AND SEALANT APPLICATION:
PRIOR TO SEALING THE JOINT, SURFACES SHALL BE CLEANED OF ALL DIRT, LAITANCE
AND ANY OTHER FOREIGN MATERIAL. AFTER SAWING, IMMEDIATELY FLUSH THE JOINTS
WITH HIGH PRESSURE WATER BLAST TO REMOVE THE MAJORITY OF THE SAW SLURRY.
JUST PRIOR TO APPLYING THE SEALANT, THE REMAINING RESIDUE MUST BE REMOVED

7 1/4” MIN. CLEARANCE BY SANDBLASTING.

/2

HOT POURED RUBBER
JOINT SEALING COMPOUND

A

REOWOOD EXPANSION JOINT FILLER<]

”BOTH JOINT FACES MUST BE ADEQUATELY SANDBLASTED TO REMOVE
ALL TRACES SAWING REDISUE.

| DOWEL SLEEVE (CLOSED
END) TO FIT DOWEL AND

N BE SECURED. TO BE
INSTALLED 12" CTR. TO CIR.

TRANSVERSE EXPANSION JOINT NOTES:

7. DOWELS AND REINFORCING BARS SHALL BE SUPPORTED

BY AN APPROVED DEVICE.

2. TRANSVERSE EXPANSION JOINTS SHALL BE LOCATED

AT ALL INTERSECTIONS.

TRANSVERSE EXPANSION JOINT
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DRILLED AND NO. 3 BARS ON 18" DOWEL BAR ON 12" CENTERS

EXPOXIED

SEE NOTES 1 & 2.

DOWEL BAR ON 12" CENTERS (TRANSVERSE JOINT ONLY)
DOWEL BAR NOT REQUIRED ON RESIDENTIAL SECTION

DOWEL BAR SCHEDULE

e ool oot | R
INCHES INCHES

5 5/8 14

6 3/4 16

7 7/8 16

8 1 18

9 1-1/8 18

NOTE:
7.

2.

1" HOT POURED RUBBER
INT SEALING QE\EQQ\,\QJ

CIRS BOTH WAYS

NO TIE BARS

T = PAVEMENT THICKNESS

SEE DOWEL BAR SCHEDULE.

DOWEL BARS SHALL BE DRILLED INTO PAVEMENT HORIZONTALLY BY USE OF A
MECHANICAL RIG.  HAND DRILLING NOT ACCEPTABLE AND PUSHING DOWEL BAR
INTO GREEN CONCRETE IS NOT ACCEPTALBE.  DAMAGE TO EXISTING PAVEMENT
SHALL BE REMOVED BY CONTRACTOR AND JOINT CONSTRUCTED AT CONTRACTORS

EXPENSE.

DOWELS AND REINFORCING BARS SHALL BE SUPPORTED BY AN APPROVED DEVICE.

PRIOR TO EPOXY APPLICATION, DRILL HOLES
SHALL BE BLOWN CLEAN WITH HIGH PRESSURE AIR.

TRANSVERSE AND LONGITUDINAL

CONSTRUCTION JOINT

3/4” PREFORMED EXPANSION
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NO. 4 BARS ON 6” CTRS.
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BRIDGE 9"
ABUTMENT

INSET

1-1/2" CLEAR

NO. 4 BARS ON 9” CTRS.

NO. 4 BAR ON 6" CTRS:
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